380 Synergy Series

Digital Weight Indicator

Specifications

Power:
Batteries: 4 alkaline C-cell (not included)
Optional: 115/230 VAC to 12 VDC adapter
Power Consumption:
6 W max with optional external power adapter
Battery Life:
100 hours with 1x 350 ohm load cell, no backlight
45 hours with 4 x 350 ohm load cells, low backlight
20 hours with 8 x 350 ohm load cells, low backlight
Excitation Voltage:
5VDC, 8 x 350 ohm or 16 x 700 ohm load cells
Analog Signal Input Range:
-0.3mVto+30 mV
Common mode voltage 0.7V to 3.3V
Analog Signal Sensitivity:
1pV/graduation recommended
A/D Sample Rate:
5, 6,10, 12, 20, 25, 40, 50, 80, 100Hz,
software selectable
= Resolution:
Approvals Internal: 8,000,000 counts

o Display: 100,000
‘iﬁé}? ““s C € System Linearity:
LISTED Within 0.01% full scale
Communication Ports:

ndard F r ion One RS-232 (three-wire)
Standard Features Options gne RS 232

- LCD display - Time/date Annunciators:
« Alkaline battery powered « External power supply g, lb, t, tn, kg, oz, battery level, PT, LT, gross, zero,
« Push-button and keyed tare unstable, net

« Two communication ports Di;plqy: N
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« Configurable print formats Keys/Buttons:
5 tactile buttons
. Dimensions:
Part Number/Price (Lx W < H)
Part # Description Est. Weight Price 11.58 x4.53 x 8.57in
. (294 x 115 x 218 mm)
202711 380 Universal battery powered 6.251b (3kg) Consult
Temperature Range:
. . Certified: 14 °F to 104 °F (-10 °C to 40 °C)
Options/Accessories Industrial: 14 °F to 122 °F (-10 °C to 50 °C)
Part # Description Jii<y Rating/Material:
" 1P66, 304
206433 External AC adapter Consult Stainless steel
204258 Real time clock module Consult Weight:
To have your option factory installed, please specify when placing your order. 6.25 b (3 kg)
. Warranty:
US plug (NA) - Type A Two-year limited
EMC Immunity:
Dimensions 10 V/m
Approvals:
380 Synergy Series NTEP CC 21-051, Class llI/IIL, 10,000 d
A 950in (241mm) D |11.58in(294mm) Measurement Canada AM-6184
- - cULus Listed
B 6.00in (152 mm) E 4.53in (115mm) CE Marked
C  [857in(218mm) F 3.53in (90 mm)
[ A |

380 Synergy

www.ricelake.com | Phone: 800-472-6703 EESEEEGG—_—_— ‘
An IS0 9001:2015 Accredited Company ©2024 Rice Lake Weighing Systems 1/24 Prices and specifications subject to change without notice. Visit ricelake.com for current prices. RlCE lAKE 5 O 1



	SCT-40
	Signal Conditioning Transmitter

	SCT-30
	Signal Conditioning Transmitter

	SCT-20
	Signal Conditioning Transmitter

	SCT-10
	Signal Conditioning Transmitter

	SCT-4X
	4-Channel Integrated Fieldbus Transmitter

	SCT-1SX
	High-Speed Transmitter with Integrated Fieldbus and Webserver

	SCT-3300
	Signal Conditioning Transmitter

	SCT-2200
	Signal Conditioning Transmitter

	SCT-1100
	Signal Conditioning Transmitter

	MSI-8004HD
	Indicator/RF LED Remote Display

	MSI-8000HD
	Digital Weight Indicator

	920i® FlexWeigh Systems
	Hand Batching

	920i® FlexWeigh Systems
	Flow Rate Controllers

	920i® FlexWeigh Systems
	Bulkweighers and Flip Flop Fillers

	920i® FlexWeigh Systems
	Fillers/Batchers

	920i® User Programs
	LaserLT-60 and LaserLT-100
	Large-Display Digital Weight Indicator

	LaserLight3™ 
	Color Large-Display Weight Indicator

	Relays and Racks
	Input/Output Components

	1280 Enterprise™ Series
	 Programmable Color Touchscreen Weight Indicator/Controller

	920i® Series
	Programmable Weight Indicator/Controller

	880/880 Plus Performance™ Series
	Programmable Weight Indicator/Controller

	720i™ Series
	Programmable Weight Indicator/Controller

	680HE Synergy Series
	Hostile Environment Digital Weight Indicator

	682 Synergy Series
	Digital Weight Indicator

	680 Synergy Series
	Digital Weight Indicator

	480/482 Legend® Series
	Digital Weight Indicator

	381 Synergy Series
	Battery Powered Digital Weight Indicator

	380X Synergy Series
	Washdown Digital Weight Indicator

	380 Synergy Series
	Digital Weight Indicator

	CW-90X
	Checkweigh Indicator

	CW-90
	Checkweigh Indicator

	IQ Plus® 210
	Digital Weight Indicator

	120/120 Plus
	Digital Weight Indicator

	FieldBus Cards 
	Profibus® DP Interface 
	720i™/920i®

	Profinet® I/O Interface
	920i®

	Remote I/O Interface
	720i™/920i®

	DeviceNet™ Interface
	720i™/920i®

	ControlNet™ Interface
	920i®

	EtherNet/IP® Interface
	720i™/920i®

	Ethernet TCP/IP Interface
	720i™/920i®

	Profibus® DP Interface
	880®/882D/882IS/1280

	PROFINET® Interface
	880®/882D/882IS/1280

	DeviceNet™ Interface
	880®/882D/882IS/1280

	MODBUS-TCP® Interface
	880®/882D/882IS/1280

	EtherNet/IP® Interface
	880®/882D/882IS/1280

	EtherCAT Interface
	880®/882D/882IS/1280


	RF Transceivers 
	TranSend™ MSI-7000
	Wireless Load Cell Interface System

	TranSend™ MSI-7001
	Wireless Load Cell Interface System

	TranSend™ MSI-7000HD
	Wireless Load Cell Interface System

	TranSend™ MSI-7001HD
	Wireless Load Cell Interface System

	SendIt™
	Wireless Load Cell Interface System

	ConnexLink™ 
	Wireless Radio 900 MHZ Transceivers

	Industrial Broadband

	Accessories
	Aluminum Keypads
	Visible Lights and Audible Alarms
	Din Rail Transient Protector & Fuse
	Manual Pushbuttons/Pushbutton Switches

	Industrial Control Products
	Tripp-Lite USB to Serial Converters
	Serial Adapters

	Amphenol® RJF 544
	Harsh Environment Ethernet Connection System

	AbleCable® 
	RS-232/USB Serial Smart Cable Direct, Keyboard Input Direct

	go-between™
	Data Capture and Storage



